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pH and Alkalinity Down will decrease the pH and alkalinity of spa or 
hot tub water. The total alkalinity of spa water should be between 80 
and 150 ppm. The pH should be between 7.2 to 7.8 ppm. High pH 
can cause scaling and/or cloudy water.
 
DIRECTIONS FOR USE:
pH and Alkalinity Down should be used as necessary when pH 
levels are above 7.8.

NOTE: For best results, dissolve first by adding to a small container 
of water. Then, add the solution to the spa water.
1. Make sure all equipment is OFF.
2. Add 1/4 oz. (1-1/2 tsp.) pH and Alkalinity Down for every 500  
    gallons of spa water.
3. Turn ON circulation system for 30 minutes.
4. Retest water. If pH is still above 7.8, repeat steps 1-3.

DANGER - CAUSES SEVERE BURNS
This product contains sodium bisulfate. Avoid contact with skin, 
eyes, or clothing. Do not mix with household chemicals. Do not mix 
directly with other spa chemicals. Harmful if swallowed. 

FIRST AID:
IF SWALLOWED:  Call poison control center or doctor immediately. 
If conscious, immediately give 2 to 4 glasses of water, and do not 
induce vomiting unless told to do by poison control.
EYE CONTACT: Hold eye open and rinse gently with cool water for 
15-20 minutes. Remove contact lenses, if present, after 5 minutes, 
then continue rinsing eye. Call poison control center or doctor for 
treatment advice. 
SKIN CONTACT:  Immediately flush with water for 15 minutes. If 
burns occur obtain medical attention.

STORAGE AND DISPOSAL:
Store in a tightly closed container in a cool, dry place. When 
container is empty, do not reuse. Wrap container and place in trash 
collection or approved landfill.
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