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Bracket 
Templates

Cut each bracket template and tape as far apart as possible on the 
spa making sure they are level. 

The MINIMUM distance the brackets can be mounted is 381/2" apart. 
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BEFORE YOU START:
Put the spa COVER properly in position on the spa in the
closed position. 
The COVER LIFT will be mounted in the same direction as 
the cover hinge. See picture below.
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Using SCREWS      attach MOUNTING BRACKETS      

to the back of the spa as far apart as possible but 

a minimum of 381/2”.

Note: Use the drill bit provided to pre-drill holes in the
spa cabinet.

Insert the long side of the LOWER CORNERS 

through the MOUNTING BRACKETS      and into a

38” COUPLER      . Repeat on other corner.
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2 Slide 38” COUPLER      over LOWER CORNER     .  

Slip loop of SECURITY STRAP     over COUPLER .

Repeat on other side.
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Insert the long side of the UPPER CORNER       into 

the 42” COUPLER . Repeat on other corner.

Slide       into side COUPLER      .

Repeat on other side.
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The top center bar should be 1/2” 
BEHIND the hinge in spa cover.

The width of the Cover Lift should extend 
1-1/2” beyond the cover on EACH side.

Make sure the pilot holes on 42” COUPLER are facing the rear of the
spa so the screw heads don’t make contact with the vinyl cover. 
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Lay completed Cover Lift frame in place on spa. 

Slide all pieces together and secure with 26 SCREWS

per the instructions on this diagram.

Note: Couplers should be centered equally before attaching.
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GInsert SCREW      on each side of
MOUNTING BRACKETS to prevent
the lift from shifting side-to-side.
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5With the Cover Lift in the open 

position, attach SECURITY STRAP      

to the spa and to the COUPLER as

shown, so that it’s level. Repeat on

other side
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Essentials is an industry leader in spa accessory and maintenance products. 
To view our complete product offering, visit us at Essentials-SpaSupplies.com. All items can be ordered through your local retailer.


